


Single-Ply Systems

Ballasted Single-Ply Systems

Each H-Shield panel is loosely laid on the roof deck. Butt edges and  
stagger joints of adjacent panels. Install the roof covering according to 
the manufacturer’s specifications.

Mechanically Attached Single-Ply Systems

Each H-Shield panel must be secured to the roof deck with fasteners and plates 
(appropriate to the deck type). Butt edges and stagger joints of adjacent panels. Install the 
roof covering according to the manufacturer’s specifications.

Fully Adhered Single-Ply

Each H-Shield panel must be secured to the roof deck with fasteners and plates (appropriate to the deck type). 
Maximum 4’x4’(1220mm x 1220mm) panels of H-Shield may be adhered to a prepared concrete deck with a full 
mopping of hot steep asphalt. Application by insulation adhesive or cold applied mastic is also approved. Butt edges and 
stagger joints of adjacent panels. Install the roof covering according to the manufacturer’s specifications. Approved 
adhesives include, but are not limited to the following:  

· Carlisle FAST Adhesives    · Insta Stik    · Olybond    · Millennium
 

Built Up, Coal Tar And Modified Bitumen Systems

Each H-Shield panel must be secured to the roof deck with fasteners and plates (appropriate to the deck type). Maximum 4’x4’ 
(1220mm x 1220mm) panels of H-Shield may be adhered to a prepared concrete deck with a full mopping of hot steep asphalt. 
Application by insulation adhesive or cold applied mastic is also approved. Butt edges and stagger joints of adjacent panels. Install the roof 
covering according to the manufacturer’s specifications.

TYPICAL PHYSICAL PROPERTY DATA CHART
polyiso foam core only	

PROPERTY	 TEST METHOD	 VALUE
Compressive	 ASTM D 1621	 20 psi* minimum 
Strength	 ASTM C 1289	 (138kPa, Grade 2)

Dimensional	 ASTM D 2126	 2% linear change 
Stability		  (7 days)

	Moisture Vapor 	 ASTM E 96 	 < 1 perm 
	Transmission	 	 (57.5ng/(Pa•s•m2))

	Water Absorption	 ASTM C 209	 < 1% volume

Service Temperature 		  -100° to 250° F 
			   (-73°C to 122°C)

*Also available in 25 PSI Minimum,  Grade 3

H U N T E R  P A N E L S  E N E R G Y  S M A R T  P O L Y I S O

WARNINGS AND LIMITATIONS

Insulation must be protected from open flame and kept dry at all 

times. Install only as much insulation as can be covered the same 

day by completed roof covering material. Hunter Panels will not 

be responsible for specific building and roof design by others, 

for deficiencies in construction or workmanship, for dangerous 

conditions on the job site or for improper storage and handling. 

Technical specifications shown in this literature are intended to be 

used as general guidelines only and are subject to change without 

notice. Call Hunter Panels for more specific details, or refer to PIMA 

Technical Bulletin No. 109: Storage & Handling Recommendations 

for Polyiso Roof Insulation.

INSTALLATION

10-09N E W  Y O R K  ·  I L L I N O I S  ·  F L O R I D A  ·  T E X A S  ·  U T A H  ·  P E N N S Y L V A N I A
7-10 MP

R-30.6, two layers of  
2.5" H-Shield with  

Single-Ply membrane
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